
DATA SHEET
ISOR 125 EC 20 | 129441

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 0,6 0,7 0,8 0,8 0,8

  Power consumption P1 W 68 83 106 104 103

  Rotation speed n 1/min 3605 3578 3551 3422 3440

  SWL inlet LWA5 dB(A) 60 60 59 61 63

  SWL outlet LWA6 dB(A) 75 75 75 76 78

  SWL housing break out LWA2 dB(A) 61 61 61 61 64

  ISOR 125 EC 20 | 129441

  Voltage UN 230 V 1~

  Current Imax 0,9 A

  Ambient temperature tA 60 °C

  Conveyed medium temperature tM 60 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 11,8 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -30 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 59 40 48 51 57 46 45 45 39

  Outlet LWA6 75 34 53 60 73 69 64 59 53

  Housing

radiation

LWA2 61 41 48 50 58 54 52 45 40

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org


N
W

 1
25

-1
,2

-0
,7

384

378

 451 
+
-
2
12 

 460 Ñ2 

Luft / 
Air

Motor

383

23
2

380

13
6

Ñ2

119 Ñ2

426
402

31
0

37
8

9

15

A41:6

Created:
Drawn:

Protection Mark
according to ISO16016

mm

00
h.sachsenheimer 13.02.14

129441h.sachsenheimer 13.02.14
ruck Ventilatoren
Max-Planck-Str. 5
D-97944 Boxberg
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Changed: 13.02.14h.sachsenheimer



DATA SHEET
ISOR 150 EC 20 | 129448

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 0,6 0,7 0,8 0,8 0,8

  Power consumption P1 W 68 87 100 103 99

  Rotation speed n 1/min 3604 3592 3477 3456 3476

  SWL inlet LWA5 dB(A) 61 61 62 63 67

  SWL outlet LWA6 dB(A) 75 75 75 79 81

  SWL housing break out LWA2 dB(A) 59 59 60 63 64

  ISOR 150 EC 20 | 129448

  Voltage UN 230 V 1~

  Current Imax 0,9 A

  Ambient temperature tA 60 °C

  Conveyed medium temperature tM 60 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 11,9 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -30 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 62 43 49 54 60 48 49 48 42

  Outlet LWA6 75 39 54 63 71 70 66 61 55

  Housing

radiation

LWA2 60 40 48 48 59 47 43 42 37
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DATA SHEET
ISOR 160 EC 20 | 129451

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 0,6 0,7 0,8 0,8 0,8

  Power consumption P1 W 70 88 103 104 105

  Rotation speed n 1/min 3598 3581 3482 3465 3466

  SWL inlet LWA5 dB(A) 60 61 62 64 66

  SWL outlet LWA6 dB(A) 75 75 75 79 81

  SWL housing break out LWA2 dB(A) 57 57 57 59 62

  ISOR 160 EC 20 | 129451

  Voltage UN 230 V 1~

  Current Imax 0,9 A

  Ambient temperature tA 60 °C

  Conveyed medium temperature tM 60 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 12,0 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -30 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 62 40 49 54 59 49 50 48 42

  Outlet LWA6 75 36 55 63 72 70 66 61 54

  Housing

radiation

LWA2 57 39 49 48 53 47 43 42 36
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DATA SHEET
ISOR 200 EC 20 | 129473

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 0,5 0,8 1,0 1,0 0,9

  Power consumption P1 W 62 93 118 117 108

  Rotation speed n 1/min 2896 2891 2860 2872 2878

  SWL inlet LWA5 dB(A) 60 60 60 61 64

  SWL outlet LWA6 dB(A) 74 73 73 76 79

  SWL housing break out LWA2 dB(A) 58 57 56 58 61

  ISOR 200 EC 20 | 129473

  Voltage UN 230 V 1~

  Current Imax 1,0 A

  Ambient temperature tA 60 °C

  Conveyed medium temperature tM 60 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 17,6 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -30 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 60 39 47 58 51 47 45 45 37

  Outlet LWA6 73 42 54 68 69 66 64 58 50

  Housing

radiation

LWA2 56 43 45 52 53 42 39 38 35
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DATA SHEET
ISOR 250 EC 20 | 132590

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 1,1 1,5 1,7 1,7 1,6

  Power consumption P1 W 132 177 202 203 196

  Rotation speed n 1/min 2958 2966 2879 2844 2965

  SWL inlet LWA5 dB(A) 67 68 68 72 77

  SWL outlet LWA6 dB(A) 80 79 81 85 89

  SWL housing break out LWA2 dB(A) 68 70 67 67 73

  ISOR 250 EC 20 | 132590

  Voltage UN 230 V 1~

  Current Imax 1,8 A

  Ambient temperature tA 70 °C

  Conveyed medium temperature tM 70 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 18,9 kg

  Number of poles -

  IP motor IP33

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -30 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 68 44 52 66 60 60 53 54 48

  Outlet LWA6 81 41 58 73 76 75 71 68 61

  Housing

radiation

LWA2 67 51 50 58 58 65 42 40 38
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DATA SHEET
ISOR 315 EC 20 | 131803

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 1,4 1,9 1,8 1,8 1,8

  Power consumption P1 W 200 280 274 273 271

  Rotation speed n 1/min 2869 2754 2620 2689 2887

  SWL inlet LWA5 dB(A) 71 69 69 74 76

  SWL outlet LWA6 dB(A) 83 82 80 86 90

  SWL housing break out LWA2 dB(A) 69 65 63 68 73

  ISOR 315 EC 20 | 131803

  Voltage UN 230 V 1~

  Current Imax 1,9 A

  Ambient temperature tA 55 °C

  Conveyed medium temperature tM 55 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 25,0 kg

  Number of poles -

  IP motor IP33

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -30 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 69 44 51 67 57 58 56 55 49

  Outlet LWA6 80 46 57 76 75 73 71 68 63

  Housing

radiation

LWA2 63 44 47 58 51 61 42 42 39
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DATA SHEET
ISOR 355 EC 20 | 131810

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 1,0 1,3 1,3 1,3 1,3

  Power consumption P1 W 119 157 164 164 165

  Rotation speed n 1/min 1529 1455 1332 1301 1295

  SWL inlet LWA5 dB(A) 61 59 58 61 64

  SWL outlet LWA6 dB(A) 70 68 66 70 73

  SWL housing break out LWA2 dB(A) 56 55 54 56 60

  ISOR 355 EC 20 | 131810

  Voltage UN 230 V 1~

  Current Imax 1,4 A

  Ambient temperature tA 60 °C

  Conveyed medium temperature tM 60 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor B

  Weight 40,4 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -25 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 58 43 55 52 45 47 47 42 36

  Outlet LWA6 66 40 57 60 60 61 55 51 41

  Housing

radiation

LWA2 54 40 51 48 43 39 28 23 14
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DATA SHEET
ISOR 400 EC 20 | 131813

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 1,0 1,3 1,3 1,3 1,3

  Power consumption P1 W 121 161 164 165 165

  Rotation speed n 1/min 1521 1443 1309 1280 1298

  SWL inlet LWA5 dB(A) 62 60 57 62 66

  SWL outlet LWA6 dB(A) 70 68 66 71 75

  SWL housing break out LWA2 dB(A) 56 54 53 56 61

  ISOR 400 EC 20 | 131813

  Voltage UN 230 V 1~

  Current Imax 1,4 A

  Ambient temperature tA 60 °C

  Conveyed medium temperature tM 60 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor B

  Weight 40,0 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -25 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 57 41 54 51 46 47 47 42 36

  Outlet LWA6 66 38 56 60 60 60 55 50 40

  Housing

radiation

LWA2 53 37 51 46 43 38 29 25 14
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DATA SHEET
ISOR 450 EC 20 | 131816

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 1,9 2,2 2,2 2,2 2,2

  Power consumption P1 W 439 506 503 503 507

  Rotation speed n 1/min 1909 1715 1542 1523 1585

  SWL inlet LWA5 dB(A) 69 66 69 74 77

  SWL outlet LWA6 dB(A) 79 76 75 81 85

  SWL housing break out LWA2 dB(A) 63 60 60 66 70

  ISOR 450 EC 20 | 131816

  Voltage UN 230 V 1~

  Current Imax 2,3 A

  Ambient temperature tA 50 °C

  Conveyed medium temperature tM 50 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 65,3 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -25 °C
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Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 69 47 68 59 53 52 53 50 44

  Outlet LWA6 75 47 68 69 69 68 64 60 53

  Housing

radiation

LWA2 60 46 58 53 49 42 38 37 31
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DATA SHEET
ISOR 500 EC 20 | 132441

Backward curved centrifugal fan

EC motor

Integrated electronic

Galvanized metal housing

Sound insulated

Operating Point

  Current I A 2,2 2,2 2,2 2,2 2,2

  Power consumption P1 W 497 501 503 504 506

  Rotation speed n 1/min 1834 1610 1514 1497 1593

  SWL inlet LWA5 dB(A) 70 65 68 72 77

  SWL outlet LWA6 dB(A) 81 75 74 81 86

  SWL housing break out LWA2 dB(A) 64 58 58 65 69

  ISOR 500 EC 20 | 132441

  Voltage UN 230 V 1~

  Current Imax 2,3 A

  Ambient temperature tA 50 °C

  Conveyed medium temperature tM 50 °C

  Speed Control 0-10V

  Motor protection TEC

  Insulation class motor F

  Weight 67,3 kg

  Number of poles -

  IP motor IP54

  IP terminal box IP44

  IP complete unit IPX4

  Min. operating temperature -25 °C

Ventas A/S - Gefionsvej 13 - 3400 Hillerød - Tlf.: 49758810 - ventas@ventas.dk - www.ventas.dk P
rin

t 2
8.

04
.2

02
2

Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet LWA5 68 45 66 59 55 53 54 50 44

  Outlet LWA6 74 46 65 67 68 68 65 61 56

  Housing

radiation

LWA2 58 42 56 51 48 40 35 32 25
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